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lIfetIme mechanIcal Warranty; 2 year electronIc Warranty • Finishes are excluded From this warranty

I-Q
W

IK
 S

ER
IE

S 
EL

EC
TR

O
N

IC
 A

C
C

ES
S 

C
O

N
TR

O
L

22

IQ1LITE Cylindrical Model Shown;
19 Black Powder Coat finish with

26D Satin Chrome Plated American Levers

MARKS #
LOCKSET TYPE # OF

USERS
FINISH

GROUPSFor Finish 19 For Finish 26D

 IQ1LITE  IQ1L/26D Cylindrical Lockset

160

19:
Black Powder 

Coat with
26D Satin Chrome 
Plated American 

Levers

26D:
Satin Chrome

Plated

 IQ2LITE  IQ2L/26D Mortise Lockset

 IQ7LITE  IQ7L/26D
Rim Exit Device Interface

Adapter plates operate most manufacturers Rim Exit Devices
Adapter plates for Mounting Exit Devices are sold separately, see page 21.

IQ1 lIte cylIndrIcal lockset
 Door Thickness: 1-3/4” standard
  For thicker doors, Consult factory

 Handing: Non-handed
 Key Override: Marks “C” keyway, 6 pin w/2 keys,
  IC Core optional
 Lock Body: Cylindrical “Survivor” featuring
  the “Clutch” for trouble free service
 Latch: Grade 2, 2-3/4” backset, 1/2” throw,
  3 Hour UL fire rated
 Strike Plate: 4-7/8” ASA strike

IQ2 lIte mortIse lockset
 Door Thickness: 1-3/4” standard
  For thicker doors, Consult factory

 Handing: Field reversible
 Key Override: 1-1/8” Mortise cylinder, 6 pin w/2 keys
 Lock Body: Grade 1, Series 5, 2-3/4” backset,
  3/4” anti-friction latch, 3 Hour UL fire rating
 Auxiliary Latch: 1/2” throw
 Bolt Throw: 1” (Optional deadbolt functions - Consult factory)
 Clutch: The “Clutch” for trouble free service
 Strike Plate: 4-7/8” ASA standard

IQ7 lIte rIm eXIt devIce Interface
 Door Thickness: 1-3/4” standard
  For thicker doors, Consult factory

 Handing: Non-handed
 Key Override: 1-1/8” Mortise cylinder,
  6 pin w/2 keys
 Clutch: The “Clutch” for trouble
  free service

Adapter plates operate most
manufacturers Rim Exit Devices.

Adapter plates for Mounting Exit Devices
are sold separately, see page 21.

• CableGardTM protects wires for easy installation
• Standard ANSI door prep with one additional hole
• Pre-programmed code
• Keypad programmable
• 160 User codes
• Temporary user codes
• Passage mode

• Pin only mode
• Double code entry for maximum security
• Two wire remote release
• 16 Digit tactile metal keypad
• Weatherproof standard
• Audible & visible entry indicator
• Audible low battery alert

• 4 “AA” batteries, 95,000 operations
• Easy installation

I-QWIk lIte standard features 

lockset sPecIfIcatIons 

I-QWIk LItE ELEctRONIc AccESS cONtROL
NO-NONSENSE AccESS cONtROL RIGht Out OF thE BOx!

PROGRAMMING

INStALLAtION 


