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The Installer’s Choice

CDVI’s high quality RADIUM transmitters/receivers 
are the perfect solution to operating parking gates, 
garage doors, wheelchair-accessible doors, etc. 
These 433 MHz radio frequency systems offer 
longer range (up to 250m (820ft), less interference 
jamming and excellent reliability. KeeLoq® Rolling 
Code technology ensure ultra-secure transactions.

wIreless ProdUcts

• Easier to program
• Up to 85 transmitter keys
• 1 NO relay + 1 NO/NC relay (24VA)
• Self-learning memorization
• Pulse, latched or delayed relay 

output
• Power: 12 or 24V (AC or DC)
• Dimensions: 105 x 45 x 28 mm
 (4.3 x 1.75 x 1.1in)

• Connect directly to 
ATRIUM Wiegand port

• Dimensions: 55 mm x 36 mm 
(2.2 x 1.42 in.)

• European design
• Range up to 250 m (820 ft)
• Ergonomic, rugged & durable
• One 12V lithium battery
• Also available with 

built-in proximity tag

wrw
wiegand wireless receiver

wr2lcd
2-relay stand-alone wireless receiver with lcd display

r1
1-button remote

wraP
atrIUm Plug-in wiegand wireless receiver

• 26-bit Wiegand output
• Power: 12 or 24V (AC or DC)
• Dimensions: 105 x 45 x 28mm 

(4.3 x 1.75 x 1.1in)
• Compatible with Centaur or any 

26-bit Wiegand-capable systems

• European design
• Range up to 250 m (820 ft)
• Ergonomic, rugged & durable
• One 12V lithium battery
• R2T was designed for use in harsh 

environments
• Also available with 

built-in proximity tag

• European design
• Range up to 250 m (820 ft)
• Ergonomic, rugged & durable
• One 12V lithium battery
• Also available with 

built-in proximity tag

r2 / r2t
2-button remote

r4
4-button remote

Installer's
Choice

YEAR WARRANTY


